CLAY DIGGING AND PAVING BREAKER TOOLS 

VULCAN TOOL MANUFACTURING CO. 

QUINCY, MASS., U. S. A. 
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FOR 

ROAD 

WORK 


KEEP YOUR CLAY DIGGERS 
AND PAVING BREAKERS 


GOING 

WITH TIME TESTED 


VULCAJV 



FOR 

TRENCH 

WORK 


V ULCAN TOOLS are backed by an experience of forty-two years’ manufacturing tools for 
cutting granite, the hardest material encountered in general excavating work. . . After long 
experience and scientific development, we now produce the best and most complete line of 
tools to meet the exacting requirements of modern machinery now used by the average contractor. 

Every tool listed in this Bulletin is the product of specialists. VULCAN Tools are made from care- 
fully selected steels . . . forged with modern machinery by experienced workmen . . . heat treated 
to bring out the utmost in hardness and wear resisting qualities . . . and attractively finished and 
rust-proofed to distinguish them from tools of ordinary quality. 

For a complete list of Vulcan Tools, whose outstanding quality is recognized the world over, write 
us for our latest illustrated Catalog. 



Makers of 
Quality Tools 


Our Guarantee of Satisfaction is Your Protection 


FOR YOUR CONVENIENCE AND TO SERVE YOU BETTER, 
ADDRESS ALL COMMUNICATIONS TO NEAREST OFFICE 
WHERE AMPLE STOCKS OF VULCAN TOOLS 
ARE MAINTAINED. 


74 MURRAY ST. 41 LIBERTY ST. 
NEW YORK, N.Y. QUINCY, MASS. 


34 NO. CLINTON ST. 
CHICAGO, ILL. 


'QUALITY' IN 'QUALITY TOOLS' MEANS THE LATEST STANDARD OF QUALITY 


CLAY SPADE OR SCOOP 



Standard Blade 53^ Inches wide, 83^ Inches long, all polished. Also furnished to order with Blade 
43^2 Inches wide. Standard length overall is 20 Inches. 



Shank 

To Fit Clay Digger 

Model No. 

Weight 

Size No. 

Size 

Length 

Made by 

1 

% Inch Square 

2M Inches 

Chicago Pneumatic 

3 

634 Lbs. 

2 

Y Inch Hexagon 

2% Inches 

Sullivan Machinery 
Cleveland Rock Drill 
Worthington-Gilman 

M-l 

CD5-TD5 

9 

7 Lbs. 

3 

% Inch Hexagon 

2% Inches 

Ingersoll-Rand 
Gardner Denver 

56H-156H-MP1 
28-28 A-28B 
128-128A-128B 

634 Lbs. 

4 

% Inch Hexagon 

334 Inches 

Ingersoll-Rand 
Gardner Denver 

73-57-157-58-158 

28C-28D-128C-128D 

7 Lbs. 


No te: _Shanks on Sizes 3 and 4 are Combination Hexagon and Round. 


HEAVY CLAY SPADE 



(For Paving Breakers) 


Size of 

Size of 

Length 

Weight 

Hex. Shank 

Blade 

Overall 


1H"x6" 

53d£ A/ wide, 8}/%" long 

23” 

9 Lbs. 

1 x 6” 

53^” wide, SV 2 " long 

23” 

11 Lbs. 


Also furnished with blade 43^” wide. 


FLAT PICK 



For use i.i coarse gravel or hard clay. Standard Blade is 5 Inches 
wide, S}/2 Inches long. Length overall is 21 Inches. 

Shanks furnished in four sizes to fit all Standard Clay Diggers 
as per list under “Clay Spade or Scoop.” 


CLAY DIGGER CHISEL BLANK 


X INCH CHISEL BIT OR GAD 



Furnished in same Standard Sizes and Lengths as Moil Points. 
For use when narrow chisel point is more desirable than Regular 
Moil Point. 


Made from 1 Inch or 1 3^ Inch Round Steel with Shanks in 
four sizes to fit Standard Clay Diggers, see list under “Clay Spade 
or Scoop”. Regular lengths under collar, 12 Inches, 15 Inches, 18 
Inches and 24 Inches. Furnished pointed when desired with either 
pick point or chisel bit. 


MOIL POINT 


a 


VULCAN 

______ Size of Steel 

CONTRACTORS’ 

Size and Length 
Of Hexagon Shank 

Standard Lengths 
Under Collar 

VULCAN 

CONTRACTORS’ 

TOOLS Y Inch Hexagon 

for 

Y Inch x 334 Inches 

12 Inches 
14 Inches 
18 Inches 

2 % Lbs. TOOLS 

334 Lbs. 

4 Lbs. for 

Road Work 1 Inch Hexagon 

and 

1 Inch x 434 Inches or 
1 Inch x 6 Inches 

14 Inches 
18 Inches 
24 Inches 

434 Lbs. Road Work 

534 Lbs. 

7 Lbs. and 

Trench Work 134 Inches Hexagon 

are Built 
to insure 

134 Inches x 6 Inches 

14 Inches 
18 Inches 
24 Inches 
30 Inches 

6 Lbs. Trench Work 

7H Lbs. D ... 

9 Lbs. are built 

11 Lbs * ■ « i v 

with / our 

_. . 134 Inches Hexagon 

Th .ir 

C01 lued 

134 Inches x 6 Inches 

14 Inches 
18 Inches 
24 Inches 
30 Inches 

734 Lbs. c . 

9 Lbs. Especial 

1134 Lbs. . 

1334 Lbs. Interests 


Reliability in Mind 


CONTRACTORS’ TOOLS OF RECOGNIZED MERIT HELP MAKE CONTRACTS PROFITABLE 



VULCAN TOOLS ARE DESIGNED TO DO MORE WORK WITH LESS LABOR COST 


3 INCH CHISEL BIT 



Size of Steel 

Size and Length 
of Hexagon Shank 

Standard Lengths 
Under Collar 

Weight 

134 Inches Hexagon 

134 Inches x 6 Inches 

14 Inches 

6M Lbs. 


18 Inches 

7% Lbs. 

134 Inches Hexagon 

134 Inches x 6 Inches 

14 Inches 

834 Lbs. 


18 Inches 

9 % Lbs. 


ASPHALT CUTTER 

(For Paving Breakers) 

TO 

. : 


DIGGING CHISEL 



Size and 
Length of 
Hexagon 
Shank 

Width of 
Blade 

Length of 
Blade 

Standard 

Length 

Under 

Collar 

Size and 
Length of 

Weight Hexagon 

Shank 

Width of 
Blade 

Length of 
Blade 

Standard 

Length 

Under 

Collar 

Weight 

134 In. x 6 In. 
134 In. x 6In. 

5 In. 
5 In. 

6 In. 
6 In. 

10 In. 
10 In. 

8 Lbs. 1 H {"■ x « | n ‘ 

9MLbs. 1* In. x 6 In. 

3 In. 
3 In. 

12 In. 
12 In. 

15 X In. 
15X In. 

834 Lbs. 

1034 Lbs. 


VULCAN 

CONTRACTORS’ 

TOOLS 

Adequately 

Meet 

Modern 

Conditions 

and 

Exacting 

Modern 

Demands 


SHEATHING DRIVER (With Detachable Shank) 



Size and Length 
of Hexagon Shank 

To Fit 

Wood Sheathing 

Weight 

134 Inches x 6 Inches 

2 Inches Thick 

20 Lbs. 

134 Inches x 6 Inches 

3 Inches Thick 

21 Lbs. 

134 Inches x 6 Inches 

2 Inches Thick 

21 Lbs. 

134 Inches x 6 Inches 

3 Inches Thick 

22 Lbs. 


The Socket Ends of all Shanks are a Standard Taper making them interchangeable. 
Length overall, all sizes, about 16 Inches. 


Improved 

Equipment 

and 

Modern 

Methods 

of 

Manufacture 

mean 

Low Prices 
for 

Fine Tools 


DIRT TAMPERS (With Detachable Shank) 



Size and Length 
of Hexagon Shank 

Size of Base 

Weight 

134 In. x 6 In. 
1 34 In. x 6 In. 

6% In. Diameter 
In. Diameter 

19 Lbs. 

20 Lbs. 


Length overall, both types, about 14 Inches. The Socket Ends 
of all Shanks are a Standard Taper making them interchangeable. 



Size and Length 
of Hexagon Shank 

Size of Base 

Weight 

1J4 In. x 6 In. 
1J4 In. x 6 In. 

8 In. Square. 
8 In. Square. 

20 Lbs. 

21 bs. 


QUALITY USERS APPRECIATE AND DEMAND THE QUALITY PRODUCT AS NEVER BEFORE 


THE SPECIAL STEEL OF VULCAN TOOLS IS SELECTED WITH EXTREME CARE 



SHEATHING 

CLAMP 


Forged from steel in two sizes for Plank 2 
Inches and 3 Inches thick. Weight 30 pounds. 


SHEATHING LEVER 



White oak lever with forged steel Hook for use with Sheathing Clamp for 
drawing sheathing. 

10 feet long. Weight 100 pounds. 


OPEN-END PLANK CAP (Forged from Steel Plate) 


Plank Sizes 

Weights 

Plank Sizes 

Weights 

2 Inches x 6 Inches 

9Y 2 Lbs. 

3 Inches x 6 Inches 

Lbs. 

2 Inches x 8 Inches 

12 y 2 Lbs. 

3 Inches x 8 Inches 

14 Lbs. 



DETACHABLE BIT RODS 

The development of detachable bits has become an important factor in rock drilling practice but their advantage largely depends 
upon the use of properly made drill rods or shanks. On many drilling projects, Vulcan drill rods have proved their superiority 
because they embody the results of long experience in the rock drilling field. Our equipment is modern and complete for the pro- 
duction of every type of drill rod, which in the hands of skilled workmen, insures threads that will properly fit and support the 
bit. Of considerable importance also is our development of a special heat treatment which has brought about the elimination of 
thread and shank failure, so common with rods made in shops with little or no experience in this field. 



Timken Crusca Ingersoll 


We illustrate three different types of threaded rods now in common use. These may be supplied from the usual hexagonal drill steel, 
but in view of the severe use to which these rods are put, we strongly suggest the use of round steel for greater strength. 

Detachable bit rods are regularly furnished in sizes shown in the following table and we have listed the corresponding bit types. 


Size of Steel 

Vs" Hex. 

1" Rd. 

1" Hex. 

ITs" Rd. 

IV" Rd. 

Size of Shank 

K"x3M" 

K"x3M" 

1" x 4 M" 

1" x4H" 

Lug 

Timken Bit type 

B 

B 

B 

B 

D 

Crusca Bit type 

KA 

A 

KB 

B 

C 

Ingersoll Bit type 

1 

1 

1 

1 

2 or 3 


Standard lengths from one foot to twenty feet. 


HEXAGON HOLLOW DRILL STEELS 

Vulcan Hollow Drill Steels with forged bits have efficiently served the industry for nearly twenty years. Heating sharpening — 
and tempering are accomplished in the most approved manner with modern equipment by skilled workmen. Every bit is correctly 
shaped, true to gauge and properly tempered to insure maximum cutting speed. 

In addition to the hexagonal and round sections most commonly used, we can also furnish drills made from quarter octagon, cruciform, 
and spiral web auger steels, either solid or hollow. 


OUR GUARANTEE The Vulcan Tool Mfg. Company, with its long-established reputation as makers of quality tools, 

and its never-ceasing insistence on the dependableness of everything it makes, warrants all its 
tools to be exactly as represented, and liberally guarantees its product as to material and workmanship. 


VULCAN TOOL MANUFACTURING CO., QUINCY, MASSACHUSETTS, U.S. A. 


